
Applications

Lynn Electronics’ Copper trunk cables provide the perfect solution for quick adds, moves
 and changes for data centers and telecommunication closets.  Copper Trunk cables consolidate 
multiple runs in one bundle enabling a faster and neater installation.
Save money and time in the field by utilizing Lynns’ Copper Trunk 
assemblies.  All assemblies are 100% factory tested.    

• Fast and easy installation times enabling reduced labor costs.
• Reduced downtime
• Trident, Staggered, Even and custom breakouts available.
• Perform Moves, Adds and Changes (MAC) more effeciently
  and cost effectively. 
• Simplifies cable management in cabinets and racks.
• Limited Lifetime warranty.
• Plug and Play design.
• Reliabiltiy.   Every cord is 100% factory terminated
  tested with results supplies upon request.
• Fully customizable configurations.
• Future expansion built in.
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Features and Benefits

• Data Centers
• Trunk Cabling
• Zone Cabling
• Telecommunications Networks
• Telecommunication Closets

Ordering Information

Copper Trunk Cables

Materials
• Cable: CAT5E or CAT6.  Generic or customer specified

• Connectors: CAT5E or CAT6 plugs and jacks.  Generic or
           customer specified.

•Sleeving: Expandable mesh sleeving.  Available in Nylon,
     PVC or Halar for plenum environments.  Standard
     black color, other colors available upon request.

C5 = CAT5E UTP, PVC
C5S = CAT5E FTP, PVC
C5P = CAT5E UTP, Plenum
C5SP = CAT5E FTP, Plenum
C6 = CAT6 UTP, PVC
C6S = CAT6 FTP, PVC
C6P = CAT6 UTP, Plenum
C6SP = CAT6 FTP, Plenum

-
P = Plug
J = Jack
X = Blunt

-

T = Trident
R = Right Stagger
L = Left Stagger
E = Even

Number of
    Legs

- - -
Length

Color


